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Breathing Air Solutions

High-quality compressed air is crucial to many
industries and has a vital role in breathing

air applications. Vortex breathing air purifiers

are designed to eliminate hazardous substances
in the air, conforming to related standards with

a pressure regulator and optional

CO, CO2 and dewpoint sensors.

Oil-Free Scroll Compressor

The Scroll line is the most cost-effective compared
to other existing equipment. Scroll compressors are
100% oil-free, and work at a lower noise level

while requiring less energy than conventional
alternatives

Filtering

Coalescent filters have been developed for

the efficient removal of liquid

contaminants from compressed air,

thus guaranteeing a high purity of the air produced.
These filters have low pressure loss and are
compatible with all types of compressors.

- Filters meet ISO 8573.1 classes (7 to 9)
- Filters with saturation level indicator

- Filtration of solid particles: 0.1 micron

- Filtration of solid particles: 0.01 micron
- Qil concentration: 0.001 mg/ m3

- Water Seperation

- Hopcalite filtration

VBS SERIES BREATHING AIR SYSTEM

Adsorption Type Air Dryer

Vortex desiccant air dryers are engineered to
provide maximum energy efficiency and

service life. Moisture and contaminants are
efficiently separated from the compressed

air stream and automatically discharged from
the dryer. Our non-cycling dryers include

Best-in Class features that make them the

logical choice for many desiccant dryer
applications. At the outlet of the adsorption dryer,
a catalyst will reduce CO to levels after which the
dust filter captures the particles carried by the
adsorption materials, making it a

breathable air purifier.
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For more Information please visit www.vortexkompressoren.de
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Air Quality

Vortex Breathing Air System is
manufactured with the highest
technology on the market, meeting the
requirements of international and
national standards. Vortex Breathing Air
System has two or more compressor
units followed by filtration systems. Each
unit works individually, always leaving a
line on hold and automatically
alternating the operation of the units.

Vortex Breathing Air System has

automatic controls that,

in case of problems in any unit

(compressor or filtration), the reserve

unit starts to operate immediately.

The system was designed to operate

at a pressure at the production site

and has a system composed of regulators

that reduce the required consumption pressure.

Model Flow Rate Total Tank
It /min Power It
kw
8 bar | 10 bar
1 STAGE
VBS 2.2 250 210 2.2 100
VBS 3.7 410 345 3.7 100
VBS 5.5 620 470 5.5 100
VBS 7.5 880 700 7.5 100
2 STAGE
VBS 11 1240 940 1" 100
W VBS 15 1760 1400 15 100
()
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